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COMMON MODE CHOKES
LFU26 SERIES

FEATURES: APPLICATIONS:

- 1A to 3A ratings,low temperature rise - EMC/EMI suppressors

+ 3.3mH to 30mH dual chokes - Suitable for all.kinds of 100 ~ 500W
- Excellent Mechanical Strength power supply, electronic ballasts,

- High Reliability and variant PCB-mounthousing LED power supply
- Low resistance and temperature rise

ELECTRICAL CHARACTERISTICS@25°C

v
NLTriger (mlj?i%%;r}fm% Test condit .rr:) .(AI;?VICax

LFU26-332Y 33 10KHz,0.05V $0.1260P 3.0

LFU26-682Y 6.8 10KHz,0.05V -

LFU26-153Y 15 10KHz,0.05V $ 0.65 2.1

LFU26-253Y " 25 10KHz,0.05V 0087 1.2

LFU26-303Y 30 10KHz,0.05V $0.4 1.0

TECHNICAL INFORMATION & PHYSICAL CHARACTERISTICS

Dimensions(mm)

27.0Max 22.5Max

28.5Max

40ih.5 $Q07

12.5iM.5

+ Inductance Testing: 10KHz 0.05V HP4284A

- Test conditions of Electrical Properties: +25C, 33% RH ifinot specified differently

+ Rated Current:The current when temperature of coil increases up to Max. AT=40C (Ta=25C)

« It is recommended that the temperature of the component dogs not éxceed +125C under worst case conditions

- Operating temperature: -50°C to +110C

- Storage Temperature: —20°CC to +60C

+ Hi-Pot: 1000Vac/50Hz,3mA,1min. Winding to Winding

+ Insulation Resistance: 100 MQ Min when DC 500V between Windingto,Winding

- Due to the limited space, the catalogue shows the typical specifications only. Formore/Specific details ( characteristics graph, reliability, and others)
+ Acceptable customers design custom

SHINHOM ELECTRONICS ENTERPRISE CO.,LTD. No.100YanTa Northern Road Zip:710054 Tel:0086-29-87851838 Fax:0086-29-87851840 e
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COMMON MODE CHOKES
LFUR17 SERIES

FEATURES:

+ High inductance with low resistance

+ High pulse—handling capability

- Industry best inductance/rated current ratio
- Suitable for wave soldering

APPLICATIONS:

- Electronic ballasts for lamps

- High power switech-mode power
suppliesfor consumer electronics

ELECTRICAL CHARACTERISTICS@25°C

Part Inductance v - R IDC
Number (mH) +50%/-30% TG @aIie (MQ)Ma (A)Max
LFUR17-332Y 3.3 1KHz,0.25V 120 25
LFUR17-103Y 10 1KHz,0.25V
LFUR17-153Y 15 1KHz,0.25V 520
LFUR17-273Y 27 1KHz,0.25V 1000
LFUR17-393Y 39 1KHz,0.25V 1450
LFUR17—473Y‘ ' ’ 47 1KHz,0.25V 1650
LFUR172683Y 68 1KHz,0.25V 1950
LFURT tsv 78 1KHz,0.25V 2500
LFUR17-104Y 100 r 1KHz,0.25V 3500

TECHNICAL INFORMATION & PHYSICAL CHARACTERISTICS

Dimensions(mm)

25.0Max 15/0Max

+ Inductance Testing: 1.0KHz 0.25V HP4284A
« Test conditions of Electrical Properties: +25C, 33% RH if not specified differently
+ Temperature Rise 55°C Max
« It is recommended that the temperature of the component does not'exeeed +125°C under worst case conditions
- Operating temperature: —40°C to +85C
- Storage Temperature: -20°CC to +60C
+ Hi-Pot: 1500Vac/50Hz,3mA,2S Winding to Core
2500Vac/50Hz,3mA,2S Winding to Winding
+ Acceptable customers design custom

SHINHOM ELECTRONICS ENTERPRISE CO.,LTD. No.100YanTa Northern Road Zip:710054 Tel:0086-29-87851838 Fax:0086-29-87851840 o
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No.

Part No.

Wire diameter
& Turns

L(mH)Min
1KHz,0.25V

DCR (M Q)
Max

Current
(A)Max

Size(mm)
Max

FT10x8%5

0. 5%7TS ()

12 uH

20.0

3A

bLY

SQ1010

0. 1*0. 7*39TS

10mH

160.0

0.70

5. 87

L: 14.5
W: 8.50
H: 13.5

5Q1012

0. 1*0. 750

12mH

260. 0

0.70

5. 8%7
L: 14.5
W: 8.50
H: 15.5

5Q1015

0. 1x0. 7*68

15. OmH

500.0

0.70

5. 8%
Li 14.5
W:. 8. 50
H: 1820

5Q1010

0. 1%0. 7%39TS

10mH

160. 0

0.70

-~
— = x
= &
— A=
.ooo»—n
Ol o

SQ1212

0. 1%1 40%50TS

25mH

240.0

1. 00

6%8

= =
— = =
Ne®
o1 o1 ©

SQ1212

0. I*1. 0%50TS

25mH

240.°0

1400

7*8

— =
— = =
S~ ®
ol o1 ©
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No.

Part No.

Wire diameter
& Turns

L(mH)Min
1KHz,0.25V

DCR.(m Q)
Max

Current
(A)Max

Size(mm)
Max

SQ1212

0. I*1. 0%50TS

25mH

240.0

1.00

8*%11

(@3]

L:
W:11
H:

SQ1218

0. I*1. 0*87TS

50mH

360. 0

8%10
L:18.0
W:11.5
H:21.5

10

SQ1212

0. 1*1. 0%x50TS

25mH

24040

10%13
L:17.0
W:14.5
H:12.0

11

SQ1212

0. 13*1. 0%45TS

15mH

170.0

68
L:18.0
W:10.5
H:1725

12

SQ1212

0. 13%1. 0%45TS

15mH

170.0

10%13
La17.0
W:14.5
H:12.0

13

SQ1212

0. 13%1. 0%45TS

15mH

170.0

%8
L:18.0
W:11.5
H:17.5

14

SQ1212

0. 13%1. 0%45TS

15mH

170-0

811
L:18.0
W:11.
H:17.5

ol
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No. Part No. Wire diameter L(mH)Min | DCR(mQ)| Currenty, |/ Size(mm)
& Turns 1KHz,0.25vV | Max (A)Max Max

7.3 1 6%8

L:18.0

15 SQ1212 0. 15%1. 0%38TS 10mH 120.0 1.50 B
H¥17.5
SLE T*8

L:18.0

16 SQ1212 0. 15%1. 0%38TS 10mH 120. 0 1. 50 Tl s
H:17.5

G811

L:18.0

17 SQ1212 0. 15%1. 0%38TS 10mH 120. 0 1. 50 Pl s
H:17.5

FipC: 10%13
18 sq1212 0.15%1. 0+38TS | 10w 140.0 |A1.50 0 LAY
H:12.0
K v

11. 2%15.6

19 SQ1212 0. 15%1£0%38TS 10mH 140. 0 1.50 L:15.0
W:20.0
H:9.0

S 6%8

L:18.0

20 SQ1212 0. 2%1. 0%35TS 8mil 100. 0 2. 00 il s
H:17.5
S T8

L:18.0

21 SQ1212 0. 2%1. 0%35TS Smil 100.0 2. 00 K-
H:17./5
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No.

Part No.

Wire diameter
& Turns

L(mH)Min
1KHz,0.25V

DCR(m Q)
Max

Current
(A)Max

Size(mm)
Max

22

SQ1212

0. 2%1. 0%35TS

8mH

100. 0

2.00

8*11
L:i18.0
W:11.
H:17.5

(@3]

23

SQ1212

0. 2%1. 0%35TS

8. OmH

100. 0

2.00

10%13
L:17.0
W:14.5
H:12.0

24

SQ1314

0. 1x1. 0%50TS

15.,0mH

210.0

1.00

7*8

L:18.0
W:11.0
H:18.5

25

SQ1314

0. 13*1. 0%44TS

10. OmH

180.°0

1. 30

5%7
L:19.0
WAL
H:19.0

($2}

26

S5Q1314

0. 13%1. 0%44TS

10. OmH

180.0

1. 30

7.5%10
L:19.0
W:11.
H:19.0

(@S]

27

SQ1314

0.'15%1. 0*40TS

9. OmH

160. 0

1. 50

5%7
L:19.0
W:ll.
H:19.0

(2]

28

5Q1314

0. 15%1. 0%40TS

9. OmH

160. 0

1. 50

7.5%10
L:19.0
W:ll.
H:19. 0

(2]
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Flat wire common mode choke coil product list
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No.

Part No.

Wire diameter
& Turns

L(mH)Min
1KHz,0.25V

DCR (mQ))
Max

Current
(A)Max

Size(mm)
Max

29

SQ1314

0. 18%1. 0%35TS

7. OmH

150.0

1.80

57

L:19.
W:11.5
H:19.

[«

(=)

30

SQ1314

0. 18+1. 0%x35TS

7. OmH

150.0

7.5%10
L:19.
W:11.5
H:19.

o

[«

31

SQ1314

0. 2%1. 0%x31TS

6¢ OmH

140.0

5%7

L:19.
W:11.5
H:19.

[«

o

32

SQ1314

0. 2%1. 0%31TS

6. OmH

140. 0

7. 5%10
L:19.
W:11.5
H:19.

(=)

S

33

SQ1515

0. 1%1L 0*%66TS

30. OmH

340.0

7.5%10
L:24.5
W:12.5
H:20.0

34

SQ1515

0. 1x1. 0*66TS

30. Omt

340.0

8%10
L:21.5
W:12.5
H:21.

(=)

35

SQ1515

0. 1*1. 0%66TS

30. OmH

340.0

10%12. 8
L:21.5
W:15.
H:214

o O
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No.

Part No.

Wire diameter
& Turns

L(mH)Min
1KHz,0.25V

DCR.(mQ))
Max

Current
(A)Max

Size(mm)
Max

36

SQ1515

0. 1*1. 0*%66TS

30. OmH

340.0

1. 00

13%17
L:22.0
W:17.
H:15.0

()]

37

SQ1515

0. 1*1. 0*%66TS

30. OmH

340.0

9%k13%17
L:22.0
W:17.
H:15.0

()]

38

SQ1515

0. 1x1. 0*%66TS

30¢ OmH

340.0

= =— &
— = §
W N L
coco®

39

SQ1518

0. 1*1. 0%85TS

50mH

500.0

(e]
¥
[N}

=
o Do
EQC)‘]»—A
T oo™

40

SQ1515

0. 13* 1L 0%56TS

25mH

220.0

6%8
L:2140
W:11.
H:21.0

ol

41

SQ1515

0. 13*1. 0%56TS

25mH

250.0

6. 5%10
L:21.5
W:12.5
H:21.0

42

SQ1515

0. 13*1. 0x56TS

25mH

250.0

7.5%10
L:21.5
W:12.
H:20.0

[$)]

6/27




Flat wire common mode choke coil product list

E-mail; sales@shinhom.com.cn
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No.

Part No.

Wire diameter
& Turns

L(mH)Min
1KHz,0.25V

DECR (M Q)
Max

Current
(A)Max

Size(mm)
Max

43

SQ1515

0. 13*1. 0%56TS

25mH

250.0

1.30

8%9
L:21.5
W:12.5
H:19.5

AL (8%9

44

SQ1515

0. 13*1. 0%56T3

265mH

250.0

8%10
L:21.5
W:12.5
H:21.0

45

SQ1515

0. 13*1. 0%56TS

25mH

250.0

9%10. 5
L:21.5
W:13.0
H:20.0

46

SQ1515

0. 13*1. 0%56TS

25mH

250.0

10%12.8
L:21.5
W:15. 0,H:21.0

47

SQ1515

0.'13%1. 0%56TS

25mH

250.0

13%17

T =

— = DO
o1 TR
o o ©

48

SQ1515

0. 13%1£ 0x56TS

25mH

250.0

Qk13%17
L:22.0
W:17.5

49

SQ1515

0. 13%1. 0%x56TS

25mH

250.0
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Flat wire common mode choke coil product list
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No.

Part No.

Wire diameter
& Turns

L(mH)Min
1KHz,0.25V

DCR (m'Q)
Max

Current
(A)Max

Size(mm)
Max

50

SQ1515

0. 15%1. 0x50TS

20mH

200.0

1.50

6%8
L:21.0
W:11.
H:21.0

(@3]

A7 76%8

51

SQ1515

0. 15%1. 0x50TS

20mH

200.0

6. 5%10
L:21.5
W:12.5
H:21.0

52

SQ1515

0. 15%1. 0x50TS

20mH

200.0

7. 5%10
L:21.5
W:12.5
H:20.0

53

SQ1515

0. 15%1. 0%50TS

20mH

200.0

8%9
L:21.5
W:12.5
H:19.5

7. 708%9

54

SQ1515

0. 15%1, 0x50TS

20mH

200.0

8%10
L:24.5
W:12.5
H:21.0

55

SQ1515

0. 15%1,40%50TS

20mH

200.0

9%10. 5
L:21.5
W:13.
H:20.0

[wn]

56

SQ1515

0. 15%1. 0%50TS

20mH

200.0

10%12. 8
L:21.5
W:15.0 H:21.0
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E-mail; sales@shinhom.com.cn

Tel: 029-87851838

Fax: 029-87851840
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No.

Part No.

Wire diameter
& Turns

L(mH)Min
1KHz,0.25V

DCR (mQ))
Max

Current
(A)Max

Size(mm)
Max

57

SQ1515

0. 15%1

. 0%50TS

20mH

200.0

1.50

13%17
L:

22
W:17.
H:15

oS o1 ©

58

SQ1515

0. 15%1.

0%50TS

20mH

200.0

9k 1317

L:22.0
W:17.5
H:15.0

59

SQ1515

0. 15%1.

0%50TS

20mH

200.0

60

SQ1515

0. 18*1.

0%43TS

18. OmH

180. 0

. 76%8

61

SQ1515

0. 181

0%42TS

18. OmH

180.0

62

SQ1515

0. 18*1.

0%42TS

18. OmH

180.0

63

SQ1515

0. 18*1.

0%42TS

18. OmH

180.0

A7 78%9
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Flat wire common mode choke coil product list

E-mail: sales@shinhom.com.cn

Tel: 029-87851838

Fax: 029-87851840

Http: www.shinhom.com

No.

Part No.

Wire diameter
& Turns

L(mH)Min
1KHz,0.25V

DCR (mQ)
Max

Current
(A)Max

Size(mm)
Max

64

SQ1515

. 18*1. 0%42TS

18. OmH

180.0

1.80

8%10
L:21.5
W:12.5
H:21.

(=)

65

SQ1515

. 18%1. 0%42TS

18. OmH

180.0

9%10. 5
L:21.
W:13.
H:20.

o O ol

66

SQ1515

. 18*1. 0%42TS

18. OmH

180.0

10*12. 8
L:21.5
W:15.0 H:21.0

67

SQ1515

. 18%1. 0%42TS

18. OmH

180. 0

13%17,
L2

2.0
W:17.5
H:15.0

68

SQ1515

. 18% 10 0%42TS

18. OmH

180. 0

9x13%17
L:22.0
W:17.5
H:15.0

69

SQ1515

. 18%1. 0*%42TS

18. OmH

180. 0

== ¥
— = DO
W N
o oo™

70

SQ1515

. 18%1. 0*42TS

18. OmH

180.0

13%17

=
i )
o
o o1 ©

10/27




Flat wire common mode choke coil product list

E-mail: sales@shinhom.com.cn
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No.

Part No.

Wire diameter
& Turns

L(mH)Min
1KHz,0.25V

DECR (M Q)
Max

Current
(A)Max

Size(mm)
Max

71

SQ1515

0. 18*1. 0x42TS

18. OmH

180.0

1.80

9x13%17

L:22.0
W:17.5
H:15.0

72

SQ1515

0. 18%1. 0%42TS

18: OmH

180.0

13.5%13.5
L:21.0
W:17.0
H:13.0

73

SQ1515

0. 2%1. 0%40TS

12mH

130.0

6%8
L:21.5
W:11.
H:21.0

(@3]

LT 6%8

74

SQ1515

0. 2%1. 0%40TS

12mH

130.0

6. 5%10
L:21.5
W.12.5
H:2120

75

SQ1515

0. 2%1. 0%40TS

12mH

130.0

7. 5%10
L:21.5
W:12.5
H:20.0

76

SQ1515

0. 2%1/0%40TS

12mH

130.0

8%9
L:21.5
W:12.5
H:19.5

A7 578%9

7

SQ1515

0. 2%1. 0%40TS

12mH

13070

8%10
L:21.5
W:12.
H:21.0

(2]
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Flat wire common mode choke coil product list

E-mail; sales@shinhom.com.cn
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No.

Part No.

Wire diameter
& Turns

L(mH)Min
1KHz,0.25V

DCR (m'Q)
Max

Current
(A)Max

Size(mm)
Max

78

SQ1515

0. 2%1. 0%40TS

12mH

130.0

2.00

Ne)
*
—
&
(93]

= =
N = N .
S IR
o o w

79

SQ1515

0. 2%1. 0%40TS

12mH

130.0

10%12. 8
L:21.5
W:15.0 H:21.0

80

SQ1515

0. 2x1. 0%40TS

12mH

130.0

13%17
L:22.0
W:17.
H:15.0

(93]

81

SQ1515

0. 2%1. 0%40TS

12mH

130.0

91317
L:22.0
W:l7.5
H:15.0

82

SQ1515

0. 2% 1L 0%40TS

12mH

130.0

83

SQ1515

0. 2%1. 0%40TS

12mH

130.0

84

SQ1515

0. 2%1. 0*%40TS

12mH

130.0

Qk13%17
L:17.0
W:14.
H:12£0

[S)]
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Flat wire common mode choke coil product list

E-mail; sales@shinhom.com.cn

Tel: 029-87851838
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No.

Part No.

Wire diameter
& Turns

L(mH)Min
1KHz,0.25V

DCR (M Q)
Max

Current
(A)Max

Size(mm)
Max

85

SQ1515

0. 2%1. 0%40TS

12mH

130.0

2.00

w N
oo o™

86

SQ1515

0. 18*1.

2%42TS

18..0mH

120.0

2.10

68
L:21.5
W:11.
H:21.0

(@]

87

SQ1515

0. 18%1.

2%42TS

18. OmH

120.0

2.10

6. 5%10
L:21.5
W:12.5
H:21.0

88

SQ1515

0. 18*1.

2%42TS

18. OmH

120.0

7. 5%10
1£21.5
W.12.5
H:20.0

89

SQ1515

0.18%1.

2%42TS

18. OmH

120.0

8%9
L:21.5
W:12.5
H:19.5

90

SQ1515

0. 15%1;

9*k48TS

15. OmH

100. 0

2.20

8%10
L:21.5
W:12.5
H:21.0

91

SQ1515

0. 15%1.

5%48TS

15. OmH

100.70

2420

13%17
L:22.5
W:17.
H:15.5

[$)]
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Flat wire common mode choke coil product list
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No.

Part No.

Wire diameter
& Turns

L(mH)Min
1KHz,0.25V

DCR (M Q)
Max

Current
(A)Max

Size(mm)
Max

92

SQ1515

0. 18%1. 2x42TS

18. OmH

120.0

9%10. 5

L:2
W:1
H:2

S W o~
o O Ol

93

SQ1515

0. 18%1. 2%x42TS

18..0mH

120.0

2.10

10%12. 8
L:21.5
W:15.0 H:21.0

94

SQ1515

0. 2%1. 5*%38TS

10. OmH

80.0

3.00

8%10
L:21.5
W:15.0 H:21.0

95

SQ1515

0. 2%1. 5%38TS

10. OmH

80.0

3.00

13%17
1£22.5
W:l7.
H:15.6

ol

96

SQ1515

0. 3%1. 0%28TS

10. OmH

80.0

3.00

6%8
L:21.0
W:11.5
H:21.0

97

SQ1515

0. 3%1.0%28TS

10. OmH

80.0

3.00

6. 5%10
L:21.5
W:12.5
H:21.0

98

SQ1515

0. 3x1. 0%28TS

10. OmH

80.0

3400

7.5%10
L:21.5
W:12.
H:20.0

)]
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Flat wire common mode choke coil product list

E-mail; sales@shinhom.com.cn

Tel: 029-87851838

Fax: 029-87851840

Http: www.shinhom.com

No.

Part No.

Wire diameter
& Turns

L(mH)Min
1KHz,0.25V

DCR.(mQ))
Max

Current
(A)Max

Size(mm)
Max

99

SQ1515

0. 3%1. 0%28TS

10. OmH

80.0

3.00

8%9
L:21.5
W:12.
H:19.5

(S

100

SQ1515

0. 3%1. 0%28TS

10: 0mH

80.0

3.00

8x10
L:21.5
W:12.5
H:21.0

101

SQ1515

0. 3x1. 0*%28TS

104 OmH

80.0

3.00

9%10. 5
L:21.5
W:13.
H:20.0

(e

102

SQ1515

0. 3%1. 0%28TS

10. OmH

80.0

3.00

10%12.8
Li21.5
W:15.0 H:21.0

103

SQ1515

0. 3%1 /0%28TS

10. OmH

80.0

3.00

13%17

T =

— = DO
A~
o O ©

104

SQ1515

0. 3%1. 0%28TS

10. OmH

80.0

3.00

13.5%13.5
L:21.0
W:17.0
H:13.0

105

SQ1515

0. 25%1. 5x32TS

10. OmH

60. 0

3. 60

7.5%10
L:21.5
W:12.5
H:20.0
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Flat wire common mode choke coil product list

E-mail: sales@shinhom.com.cn

Tel: 029-87851838

Fax: 029-87851840

Http: www.shinhom.com

No.

Part No.

Wire diameter
& Turns

L(mH)Min
1KHz,0.25V

DCR (M Q)
Max

Current
(A)Max

Size(mm)
Max

106

SQ1515

0. 25%1. 5x32TS

10. OmH

60. 0

3. 60

10%12. 8
L:21.5
W:15.0 H:21.0

107

SQ1515

0. 25%1. 5x32TS

10 OmH

60. 0

3.60

13%17
L:22.0
W:17.
H:15.0

(2]

108

SQ1515

0. 3x1. 5*%28TS

6. OmH

50.0

4.50

8%10
L:21.5
W:12.5
H:21.0

109

SQ1515

0. 3%1. 5%28TS

6. OmH

50.0

4. 80

13*%17
[:22.5
W:17.5
H+15:6

110

SQ1515

0.°35%]1. 5%25TS

4. OmH

45.0

5.20

8%10
L:21.5
W:12.5
H:21.0

111

SQ1515

0. 4% 1. 5%22

4. OmH

30.0

6. 00

8%10
L:21.5
W:12.5
H:21.0

112

SQ1914

0. 08%1. 0%75TS

25. OmH

500.°0

0480

10%19
L:24.5
W:16.0
H:14.6
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Flat wire common mode choke coil product list
E-mail: sales@shinhom.com.cn Tel: 029-87851838 Fax: 029-87851840 Http: www.shinhom.com

Wire diameter L(mH)Min | DCRy(m Q)| Current | /Size(mm)

No. Part No. & Tums 1KHz,0.25V | Max (A)Max Max

10%13

k .
113 501918 L 0*13TS 700uH 20.0 0. 80 Yy

H:26.0

10%13
L:24.0
W:14.5
H:25.5

114 SQ1918 0. 13*1. 0%66TS 25.0mH 280.0 1.30

10%13

115 5Q1918 0. 131, 0+661S 25 Onlt 280.0 A 130 | [0 FhR10#13

H:15.0

($2]

15. 5%17

116 SQ1918 0. 13*1. 0%66TS 25. OmH 280. 0 1.300 |L:23.5(W:22.0
H:14.5

10*13
L:24.0
W:14.5
H:25.5

117 SQ1918 0. 15%1.0%58TS 20. OmH 230.0 1. 50

10%13
118 Q1918 0. 15%1. 0£B8TS 20. OnH 230. 0 1.50 P B 10413

H:15.0

(2]

15. 517

119 SQ1918 0. 15%1. 0*58TS 20. OmH 230.0 1. 500 L2325 W:22.0
H:14.5
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Flat wire common mode choke coil product list

E-mail: sales@shinhom.com.cn

Tel: 029-87851838

Fax: 029-87851840

Http: www.shinhom.com

No.

Part No.

Wire diameter
& Turns

L(mH)Min
1KHz,0.25V

DCR (M Q)
Max

Current
(A)Max

Size(mm)
Max

120

SQ1918

0. 18*1. 0x55TS

18. OmH

180.0

1.80

121

SQ1918

0. 18*1. 0x55TS

18. OmH

200.0

1.80

Bh010%13

122

SQ1918

0. 18*1. 0%53TS

18. OmH

200.0

1.80

15. 5%17
L:23.5 W:22.0
H:14.5

123

SQ1918

0. 2%1. 0%50TS

15. OmH

150. 0

2.00

10*13

1:24.0
W:14.5
H:25:5

124

SQ1918

0. 2%1.0%50TS

15. OmH

150.0

2.00

10%13
L:23.5
W:22.5
H:15.0

R 10%13

125

5Q1918

0. 2%1.40%50TS

15. OmH

150.0

2.00

15. 5%17
L:23.5 W:22.0
H:14.5

126

SQ1918

0. 25%1. 0%x40TS

10. OmH

130.°0

2450

10%13

= =

DN — DD
By =
o1 o1 ©
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Flat wire common mode choke coil product list

E-mail; sales@shinhom.com.cn

Tel: 029-87851838

Fax: 029-87851840

Http: www.shinhom.com

No.

Part No.

Wire diameter
& Turns

L(mH)Min
1KHz,0.25V

DCR (M Q)
Max

Current
(A)Max

Size(mm)
Max

127

S5Q1918

0. 25%1. 0%40TS

10. OmH

130.0

3.00

EhE10%13

128

SQ1918

0. 25%1. 0%40TS

10 OmH

130.0

3.00

15. 5%17
L:23.5 W:22.0
H:14.5

129

SQ1918

0. 25%1. 2%40TS

10. OmH

130.0

3.00

10%13
L:24.0
W:14.
H:25.5

(2]

130

S5Q1918

0. 3%1. 5%34TS

10. OmH

100. 0

4. 80

10*13
1:24.0
W:14.5
H:25:5

131

5Q1918

0.°35%1. 5*31TS

7. OmH

80.0

5.20

10%13
L:24.0
W:14.5
H:25.5

132

5Q1918

0. 4%1./6%34TS

5. OmH

60. 0

6. 00

10%13
L:24.0
W:14.5
H:25.5

133

SQ1918

0. 5%1. 5*23TS

2. OmH

25.0

7450

10*13
L:24.0
W:14.
H:25.%

(2]
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Flat wire common mode choke coil product list

E-mail; sales@shinhom.com.cn

Tel: 029-87851838

Fax: 029-87851840

Http: www.shinhom.com

No.

Part No.

Wire diameter
& Turns

L(mH)Min
1KHz,0.25V

DCR (M Q)
Max

Current
(A)Max

Size(mm)
Max

134

5Q2018

0. 15%*1. 5*%60TS

20. OmH

150.0

2.25

10%13
L:25

W:14.

H:26

oS o1 ©

135

SQ2318

0. 2%1. 0%50TS

10..0mH

160.0

2.00

17.5%34.5
L:35.5
W:26.0
H:12.5

136

SQ2318

0. 2%1. 5*58TS

15. Omt

120. 0

3.00

20%22.5
L:26.5
W:25.
H:12.5

[l

137

ETV2320

L. 1P *9TS

450 uH+/—-40%

9.6

11. 00

Tx144 5%23. 8

== O
o o
B
o1 o o>

138

ETV2320

1. 1P *12TS

200 uH

15.0

11. 00

T*14. 5%23. 8
L:27.5

— DN

W:25.0
H:12.5

139

ETV2320

L. 1®£I2TS

200 ull

15.0

11. 00

T*14.5%23. 8
L:27.5
W:25.0
H:11.0

140

ETV2320

0. 3%1. 5%44TS

5. OmH

60.0

9. 5%12
L:27.0 W:14.5
H:30..0
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Flat wire common mode choke coil product list

E-mail: sales@shinhom.com.cn

Tel: 029-87851838

Fax: 029-87851840

Http: www.shinhom.com

No.

Part No.

Wire diameter
& Turns

L(mH)Min
1KHz,0.25V

DCR (mQ)
Max

Current
(A)Max

Size(mm)
Max

141

502418

0. 25%1. 0%61TS

25. OmH

160.0

2.50

10%13
L:23.
W:15.
H:31.

oS O O

142

S5Q2418

0. 25%1. 0%61TS

25. O0mH

160.0

17%21.5
L:23.
W:26.
H:15.

(=)

143

SQ2418

0. 2%1. 5%70TS

20. OmH

145.0

10%13
L:24.
W:15.
H:31.

o O O

144

SQ2418

0. 2%1. 5%70TS

20. OmH

145.0

4+8+4

1£24.0
W:15:0
H:31.°0

145

SQ2418

0. 2%14£5%70TS

20. OmH

145.0

17%21. 5
L:24.0 W:26.5
H:15.5

146

5Q2418

0. 25%1. 2%55TS

15. OmH

130.0

10*13

= =
w o= o
el
oo O

147

502418

0. 25%1. 5%60TS

15. OmH

120.0

10%13

==

w = DN
— O
S o o
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Flat wire common mode choke coil product list

E-mail: sales@shinhom.com.cn

Tel: 029-87851838

Fax: 029-87851840

Http: www.shinhom.com

No.

Part No.

Wire diameter
& Turns

L(mH)Min
1KHz,0.25V

DECR (M Q)
Max

Current
(A)Max

Size(mm)
Max

148

502418

0. 25%1. 5*%60TS

15. OmH

120.0

17%21. 5
1:24.0 W:26. 5
H:15.5

149

S5Q2418

0. 3%1. 5%49TS

10: OmH

90.0

4.50

10%13

= =
W = DN
=0
(=R )

150

S5Q2418

0. 3x1. 5%49TS

10. OmH

90. 0

4.50

17%21. 5
L:24.0 W:26.5
H:15.5

151

5Q2418

0. 35%1. 5%43TS

8. OmH

70.0

5.125

10%13
L£:24.0
W.15.
H:3120

o

152

5Q2418

0. 4%1. 5%38TS

7. OmH

60. 0

6.00

10%13
L:24.0
W:15.0
H:31.0

153

5Q2418

0. 45%1L 5x34TS

5. OmH

50.0

6. 80

10%13
L:24.0
W:15.
H:31.0

(=]

154

502418

0. 4%1. 5%38TS

7. OmH

60.0

6400

17%21. 5
L:24.0 W:26.5
H:15.5
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Flat wire common mode choke coil product list

E-mail: sales@shinhom.com.cn

Tel: 029-87851838

Fax: 029-87851840

Http: www.shinhom.com

No.

Part No.

Wire diameter
& Turns

L(mH)Min
1KHz,0.25V

DCR (M Q)
Max

Current
(A)Max

Size(mm)
Max

155

SQ2418

0. 55%1. 5%27TS

4. OmH

40.0

8. 20

10%13
L:24.0
W:15.
H:31.0

[e]

156

SQ2418

0. 53%2. 0x30TS

4. 0mH

30.0

10. 60

10%13
L:24.0
W:15.0
H:31.0

157

SQ2418

0. 6%2. 0%26TS

3. O0mH

25.0

12. 00

10%13
L:24.0
W:15.
H:31.0

o

158

SQ2820

1. 1*18TS

1. 5mH

20.0

1. 00

20%24. 5
L:26.0 W:30.5
H:16. 5

159

SQ2820

0. 3%1. 5%60TS

12mH

90.0

4. 50

20%25
L:26.0°W:30.5
H:16.5

160

SQ2820

0. 6%1. 9%29

4. OmH

25.0

11.40

161

5Q2820

1. 1%2. 5*17TS

1. bmH

6.0

25000
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Flat wire common mode choke coil product list

E-mail: sales@shinhom.com.cn

Tel: 029-87851838

Fax: 029-87851840

Http: www.shinhom.com

No.

Part No.

Wire diameter
& Turns

L(mH)Min
1KHz,0.25V

DECR (M Q)
Max

Current
(A)Max

Size(mm)
Max

162

502821

0. 25%1. 5b*52

9. OmH

100.0

24. 5%40. 4
L:41.5
W:33.0
H:13.5

163

SQ2821

0. 3%1. 5%46TS

6..0mH

65.0

4.50

24. 5%40. 4
L:41.5
W:33.0
H:13.5

164

SQ2824

0. 8%2. 0%16TS

2. 0mH

10. 0

16. 00

9.5%12.5
L:32.0 W:18.5
H:31.5

165

SQ2825

0. 7%2. 5%21TS

1.6

15.0

17.50

1017

166

5Q2918

0. 3%1. 5*%60TS

12mH

90.0

4. 50

20%25
L:26.0°W:30.5
H:16.5

167

5Q2918

0. 3%145%60TS

15mH

90.0

4.50

21%25. 5
L:26.0 W:30.5
H:14.5

168

502918

0. 3%1. 5*%60TS

12mH

90.0

4450

10%13

= =

L = DN
S &1 O
[S2 BN e RG]
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Flat wire common mode choke coil product list

E-mail: sales@shinhom.com.cn

Tel: 029-87851838

Fax: 029-87851840

Http: www.shinhom.com

No.

Part No.

Wire diameter
& Turns

L(mH)Min
1KHz,0.25V

DECR (M Q)
Max

Current
(A)Max

Size(mm)
Max

169

SQ2918

0. 35%1. 5*53TS

9. OmH

80.0

5.25

10%13
L:25.5
W:15.0
H:35.5

170

SQ2918

0. 4%1. 5%47TS

8.,0mH

60. 0

6. 00

10%13
L:25.5
W:15.0
H:35.5

171

SQ3126

0. 6%1. 0%32TS

4. OmH

45. 0

6.00

16%18
L:31.0
W:23.5
H:43.0

172

SQ3126

1. 1*3. 0%18TS

2. OmH

10.0

33,00

11%16
£:36.0
W.23.
H:3620

o

173

SQ3126

2.0%10TS

700uH

4.0

31. 40

8. 6%21%30
L436.0
W:35.0
H:18.5

174

SQ3324

0. 5%2./0%36TS

10. OmH

35.0

10. 00

175

SQ3324

0. 6%1. 8%32TS

6. OmH

50.°0

1080
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Flat wire common mode choke coil product list

E-mail: sales@shinhom.com.cn

Tel: 029-87851838

Fax: 029-87851840

Http: www.shinhom.com

No.

Part No.

Wire diameter
& Turns

L(mH)Min
1KHz,0.25V

DCR (M Q)
Max

Current
(A)Max

Size(mm)
Max

176

SQ3324

0. 6%1. 8%32TS

6. OmH

50.0

10. 80

16%18
L:31.0
W.23.
H:43.0

()]

177

SQ3324

0. 6%1. 8%32TS

6. OmH

50.0

10. 80

20%26
L:33.5
W:34.0
H:19.0

178

SQ3324

0. 8x1. 8%24TS

4. OmH

30.0

14. 40

16%18
L:31.0
W:23.5
H:43.0

179

SQ3324

0. 8%1. 8%24TS

4. OmH

30.0

14./40

16%18
[£31.0
W:.23.5
H:43.0

180

SQ3324

0. 8% 1. 8%24TS

4. OmH

30.0

14. 40

20%26
L:33.5
W:34.0
H:19.0

181

SQ3324

0. 8%2.0%23TS

4. OmH

15.0

16. 00

1218
L:33.0
W:20.0
H:43.0

182

SQ3324

1. 1%2. 5%18TS

1. 5mH

6.0

27450

8*17
L:35.0
W:21.
H:36.0

ol
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choke coil product list
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Wire diameter L(mH)Min
No. Part No. & Turns 1KHz,0.25V
183 SQ3325 0. 55%1. 8%28 5. OmH A |
16%18
L:33.0
184 SQ3325 2. 0%10TS uH 10. 0 31. 00 o
H:29.5
TRF
185 522116 1%3%43T uH 30.0
-60
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AUTO FLAT WIRE COMMON MODE CHOKES

S$Q1212 SERIES
FEATURES:

+ High current, low profile, high efficiency, low temperature rise

« Interturn capacitance is smaller than toroidal core, high linsulation strength and high reliability
« Use the flat wire, improving the space factor

+ Single phase winding, thereby dramatically reduce stray capacitance

+ EMI suppression is excellent

ELECTRICAL CHARACTERISTICS:

Inductance

Part . Rated curre CR Rated voltage
(mH)Min
Number @1KHZ,0.1V (A)Max » (V)
SQ1212H/VA-502Y-2.0A 5.0 2.0 100 300
SQ1212H/VA—103Y-1.5A 10.0 150 l_m 4 300

SQ1212H/VB-103Y-1.3A 10.0 1.3
SQ1212H/VA-253Y-1.0A 25.0 1.0
NOTES:

- Operating Temperature Range(Ambient Temperature Range and Winding Temperature Rise) : —=30°C to 120°C

- Winding Temperature Rise(at Rated Current)is under 55C

Fodd "N £\ |

300

- Rising temperature is affected by PCB condition and an amount of harmonics.Please make sure that the temperature of the coil is not exceéded

the operating temperature range.

PHYSICAL CHARACTERISTICS:

DIMENSIONS IN:mm

P2

ICE 4 s
SQ1212VA-502Y-2.0A 18.5 11.0 17.0 3.5+1 11.0*8.0
SQ1212VA-103Y-1.5A 18.5 M.O ‘ 3.5+1 11.0*8.0
SQ1212VB-103Y-1.3A 18.5 11.0 17.0 3.5+1 8.0*7.0
SQ1212VA-253Y-1.0A 19.0 12‘7_ 1 3.5+1 8.0*7.0
SQ1212HA-502Y-2.0A 18.5 14.0 12.0 3.5+1 13.0*10.0
SQ1212HA-103Y-1.5A 19.0 14.5 ? 3.5+1 13.0*10.0
SQ1212HB-103Y-1.3A 18.5 14.0 12.0 3.5+1 13.0*10.0
SQ1212HA-253Y-1.0A 18.5 14.0 12.0 3.5+1 13.0*10.0

0 SHINHOM ELECTRONICS ENTERPRISE CO.,LTD. No.100YanTa Northern Road Zip:710054 Tel:0086-29-87851838 Fax:0086-29-87851840
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AUTO FLAT WIRE COMMON MODE CHOKES

IMPEDANCE VS FREQUENCY:

100000
/“§§=—= /_Q\\\
10000 — 1 = N\
— mit NN
) Ags i N\
N— // /
o 1000 5%\\
c 7 \
(4] Z N
© A
a
E 7
- 100 /
10
1
1 10 100 1000 10000
Frequency(KHz)

SQ1212H/VA-502Y-2.0A
SQ1212H/VA-108Y-1.5A
SQ1212H/VB=103Y-1.3A
SQ1212H/VA-253Y-1.0A

e SHINHOM ELECTRONICS ENTERPRISE CO.,LTD. No.100YanTa Northern Road Zip:710054 Tel:0086-29-87851838 Fax:0086-29-87851840
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AUTO FLAT WIRE COMMON MODE CHOKES
SQ1515 SERIES

FEATURES:

+ High current, low profile, high efficiency, low temperature rise
« Interturn capacitance is smaller than toroidal core, high linsulation strength and high reliability
« Use the flat wire, improving the space factor
+ Single phase winding, thereby dramatically reduce stray capacitance
+ EMI suppression is excellent

ELECTRICAL CHARACTERISTICS:

NOTES:

) Erf, ger |n(?#|_c|;ﬁ Rated( \\;;:)Itage
@1KHz,0.1V
SQ1515H/VA-353Y-1.0A 35.0 1.0 300
SQ1515H/VB-103Y-1.5A 10.5+50%/—30% 150 4 300
SQ1515H/VA-103Y-1.5A 10.0 1.5 300
SQ1515H/VA-702Y—1.8A 7.0 1.8 fs0/ W 450 N |
SQ1515H/VA—143Y=2.0A 14.0 2.0 120 300
SQ1515H/VA—1Q—2.0A‘_‘ 18.0 2.0 130 ﬂ 300 d

- Operating Temperature Range(Ambient Temperature Range and Winding Temperature Rise) : —=30°C to 120C
- Winding Temperature Rise(at Rated Current)isunder 55°C
+ Rising temperature,is affected by PCB condition and an amount of harmonics.Please make sure that the temperature of the coil is not @xceeded

the operating temperature range.

IMPEDANCE VS FREQUENCY:

Impedance(Q)

100000
A T
A N
NN
10000 / Bt S
W
N\
\
N\
1000 =i
~ /7
7
100 /4
10
1
1 10 100 1000 10000
Frequency(KHz)

SQ1515H/VA-353Y-1.0A
SQ1515H/VB-103Y-1.5A
SQ1515H/VA-103Y-1.5A
SQ1515H/VA-702Y-1.8A
SQ1515H/VA-143Y-2.0A
SQ1515H/VA-183Y-2.0A

0 SHINHOM ELECTRONICS ENTERPRISE CO.,LTD. No.100YanTa Northern Road Zip:710054 Tel:0086-29-87851838 Fax:0086-29-87851840
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AUTO FLAT WIRE COMMON MODE CHOKES
PHYSICAL CHARACTERISTICS:

DIMENSIONS IN:mm

Fig 1 Fig 2

P2
2 3

Pa’mber - Dﬂ) W(mm) H(mm) L(mm) vPin pitch(mm) Fig.
SQ1515H/VA-353Y~1.0A 21.0 14.5 20.5 3.5+ 1 13.010.0 1
SQ1515H/VB—1.5A m714.5 ) 205 3.5+ 1 13.010.0 1
SQ1515H/VA-103Y—1.5A 21.0 14.5 205 3.5+ 1 13.0*10.0 1
SQ1515H/VA-702Y-1.8A| MO.S 3.5+ 1 13.010.0 1
SQ1515H/VA—143Y-2.0A 29.0 145 20.0 3.5+ 1 13.010.0 1
SQ1515H/VA-183Y-2.0A 218 m 204 351 10.0%8.0 2
SQ1515H/VA-353Y—1.0A 21.0 1710 14.0 3.5+ 1 9.0°17.0112.9 | 3
SQ1515H/VB-103Y—1.5A 23.0 17.0 g M2 JNU 351 9.0°17.0*12.9 | 3
SQ1515H/VA-103Y—1.5A 21.0 17.0 14,0 3.5+ 1 9.0°17.0"12.9 | 3
SQ1515H/VA-702Y—1.8A 21.0 17.0 W 3.5+ 1 9.0°17.0"12.9 | 3
SQ1515H/VA-143Y-2.0A 23.0 17.0 16.0 3.5:1 9.017.012.9 | 3
SQ1515H/VA—183Y-2.0A 23.0 17.0 16.0 3.5%1 9.017.012.9 | 3

e SHINHOM ELECTRONICS ENTERPRISE CO.,LTD. No.100YanTa Northern Road Zip:710054 Tel:0086-29-87851838 Fax:0086-29-87851840
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AUTO FLAT WIRE COMMON MODE CHOKES

SQ1919 SERIES

FEATURES:

+ High current, low profile, high efficiency, low temperature rise
« Interturn capacitance is smaller than toroidal core, high linsulation strength and high reliability
« Use the flat wire, improving the space factor

+ Single phase winding, thereby dramatically reduce stray capacitance

+ EMI suppression is excellent

ELECTRICAL CHARACTERISTICS:

NOTES:

- Operating Temperature Range(Ambient Temperature Range and Winding Temperature Rise) : —=30°C to 120°C

) E:, ger Ir}?r:ﬁ;zﬁ:‘e Rated( \\;;:)Itage
@100KHz,0.1V
SQ1919H/VA-303Y-1.3A 30.0(1KHz) 1.3 300
SQ1919H/VA—173Y—1.5A 17.0450%/-30% 150 4 300
SQ1919H/VA-113Y—2.0A 11.0450%/-30% 2.0 300
SQ1919H/VA-103Y—3.0A 10.0(1KHz) 3.0 20/ W g0 |
SQ1919H/VA-402Y=8.5A 4.0 3.5 70 300
SQ1919H/VA—7l—3.5A‘_‘ 7.0(1KHz) 35 70 Ij 300 d
SQ1919H/VB-702Y24.5A 7.0(1KHz) 4.5 60 300
SO1919H/‘.—502Y—‘A 1.0+50%/ﬁ%(1KHz) 5.0 50 qﬂ

- Winding Temperature Rise(at Rated Currént)is under55C
+ Rising temperature is affected by PCB condition and an amount of harmonics.Please make sure that the temperature of the coil is not exceeded
the operating temperature range.

IMPEDANCE VS FREQUENCY:

100000
== RN
10000
§ b
8 1000 N
g i Ny
8 e L \\
Q.
7 A
= 100 £
10
;
1 10 100 1000 10000

SQ1919H/VA-103Y-3.0A
SQ1919H/VB-702Y-4.5A
SQ1919H/VA-113Y-2.0A
SQ1919H/VA-402Y-3.5A

Frequency(KHz)

100000
Pe T ~
10000 o = H
—~ % 1]
c
8 1000 Z \\
5 e
o N\
[0}
Q.
E 100
=
10
1
1 100 1000 10000
Frequency(KHz)

SQ1919H/VA-173Y-1.5A
SQ1919H/VA-502Y-5.0A
SQ1919H/VA-702Y-3.5A
SQ1919H/VA-303Y-1.3A

0 SHINHOM ELECTRONICS ENTERPRISE CO.,LTD. No.100YanTa Northern Road Zip:710054 Tel:0086-29-87851838 Fax:0086-29-87851840
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AUTO FLAT WIRE COMMON MODE CHOKES
PHYSICAL CHARACTERISTICS:

DIMENSIONS IN:mm

Fig 1 Fig 2
P1
1 4
[ ]
[ ]
] L P2 2 3
A 5
2 3
D W
Fig 3

1 ° ° 4

2 3

ﬁ Numbegy D(mm) W(mm) H(mm) (mm) | Fig.
SQ1919H/VA-308Y-1.3A 235 14.0 25.5 3.5+ 18.010.0 1
3Y—1- 235 14.0 25.5 3.5+1 3.0*10.0 1
SQ1919H/VA—113Y-2.0A 235 14.0 25.5 3.5+ 1 13.010.0 1
SQ19191A—103. ﬂ 140 25.5 3.5+ 1 13.0%10.0 1
SQ1919H/VA-402Y=3.5A 235 14.0 25.5 3.5+ 1 13.010.0 1
SQ1919H/VA-702Y=3.5A lﬂ] 15.0 ) 25.5 3.5+ 1 13.010.0 1
SQ1919H/VB-702Y-4.5A 26.0 15,0 26.0 3.541 13.010.0 1
SQ1919H/VA-502Y-5.0A WW ‘5.5 N 3.5+ 1 13.0%10.0 1
SQ1919H/VA-303Y-1.3A 205 20.5 13.5 3.5+ 1 17.015.5 2
SQ1919H/VA-173Y-1.5A 24.0 m m 3.5+ 1 17.0*15.5 2
SQ1919H/VA-113Y-2.0A 24.0 230 13.5 3.5%1 17.0*15.5 2
SQ1919H/VA—103Y-3.0A 24.0 21.0 vm 3.5+ 1 17.0*15.5 2
SQ1919H/VA-402Y-3.5A 26.0 23.0 165 3.5+ 1 17.0*15.5 >
SQ1919H/VA-702Y-3.5A 25.0 225 15.04 3.5%1 15.0*18.0*17.0 | 3
SQ1919H/VB-702Y-4.5A 24.0 21.0 15.0 3.5+ 1 17.015.5 2
SQ1919H/VA-502Y-5.0A 24.0 22.0 15.0 3.5+ 1 17.015.5 2

e SHINHOM ELECTRONICS ENTERPRISE CO.,LTD. No.100YanTa Northern Road Zip:710054 Tel:0086-29-87851838 Fax:0086-29-87851840
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AUTO FLAT WIRE COMMON MODE CHOKES

SQ2418 SERIES
FEATURES:

+ High current, low profile, high efficiency, low temperature rise

« Interturn capacitance is smaller than toroidal core, high linsulation strength and high reliability
« Use the flat wire, improving the space factor

+ Single phase winding, thereby dramatically reduce stray capacitance

+ EMI suppression is excellent

ELECTRICAL CHARACTERISTICS:

Part Inductar!E Rated curre Rated voltage

Number @g”&ﬂ)z'\y’gf‘w (A)Max )
SQ2418H/VA-283Y-2.0A 28.0 2.0 300
SQ2418H/VA-293Y-2.5A |  29.0+50%/-30% = A 4 300
SQ2418H/VA-173Y-4.0A 17.0 4.0 300
SQ2418H/VA-802Y—4.5A 8.0(100KHz) 4.5 (85 / W g0 |
SQ2418H/VA-602Y46.0An.6.0+50%/-30%(100KHz) 6.0 50 300
SQ241 8H/VA—202‘1 0.0A ‘ , 20 10.0 25 ﬂ 300 d

NOTES:

- Operating Temperature Range(Ambient Temperature Range and Winding Temperature Rise) : —=30°C to 120C

- Winding Temperature Rise(at Rated Current)isunder 55°C

+ Rising temperature,is affected by PCB condition and an amount of harmonics.Please make sure that the temperature of the coil is not @xceeded
the operating temperature range.

IMPEDANCE VS FREQUENCY:

100000 100000
g \& \\
10000 ] ~ 10000 i N
— — — /
G \ S W ’/' ~\\
8 1000 X 8 1000 O
c ‘\\‘\ = N
S —r N 3 A
a [ % o L B AV
o
£ Lol \ £ o0 A \
,/
10 10
1 1
1 10 100 1000 10000 1 10 100 1000 10000
Frequency(KHz) Frequency(KHz)
SQ2418H/VA-602Y-6.0A————— SQ2418H/VA-202Y-10.0A
SQ2418H/VA-293Y-2.5A SQ2418H/YA-283Y-2.0A
SQ2418H/VA-802Y-4.5A — SQ2418H/VA-173Y-4.0A

0 SHINHOM ELECTRONICS ENTERPRISE CO.,LTD. No.100YanTa Northern Road Zip:710054 Tel:0086-29-87851838 Fax:0086-29-87851840
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AUTO FLAT WIRE COMMON MODE CHOKES
PHYSICAL CHARACTERISTICS:

DIMENSIONS IN:mm

Fig 1 Fig 2 D W

i

i_:l*

i

1 ° ° 4

2 3

Pa’mber - L“) W(mm) H(mm) L(mm) “Pin pitch(mm) | Fig.
SQ2418H/VA-283Y-2.0A 24.0 14.0 32.0 3.5+1 13.0*10.0 1
SQ2418H/VA—2.5A m714.5 ~ 32.0 3.5+1 13.0%10.0 1
SQ2418H/VA-173Y-4.0A 24,0 14.5 32.0 3.5+1 13.0%10.0 1
saz418H/VA-802v-45A 240 A piad g 20 3541 13.0*10.0 1
SQ2418H/VA-602Y-6.0A 24.0 14.0 32.0 3.5+1 13.0%10.0 1
SQ2418H/VA-202Y-10.0A 240 @ 3.5+1 13.0%10.0 1

o
SQ2418H/VA-283Y-2.0A 24.0 26.0 15.5 3.5x1 17.0*21.5 2
SQ2418H/VA-293Y—-2.5A 24.0 26.vm 3.5+1 17.0*21.5 2
SQ2418H/VA-173Y-4.0A 26.0 26.0 15.5 3.5+1 17.0*21.5 2
SQ2418H/VA-602Y-6.0A 26.0 25.5 W 3.5+1 17.0*21.5 2
SQ2418H/VA-202Y-10.0A 24.0 28.0 15.0 3.5+1 20.0*22.5 3

e SHINHOM ELECTRONICS ENTERPRISE CO.,LTD. No.100YanTa Northern Road Zip:710054 Tel:0086-29-87851838 Fax:0086-29-87851840
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Rev. Description Date
A0 New release 2023.12.29
3(ELECTRONICAL SPECIFICATIONS@25C
Inductance: 120uH Min@100KHz,0.1V
IDC: 22.0A Max
RDC: 2.4mQ Max
Operating temperature: -40C to+125C
(Includingself-temp. rise)
Storage temperatures -40C'to#+125C
Test Instrument:
L: HP4284A
RDC: HM2540
Note:
1.Solderabulity:leads shall meet MIL-STD-202,
Method 208D for solderability.
2.Flammability: UL94V-0
3.ASTM oxygen index: >28%
NAME: Common mode choke
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AUTO FLAT WIRE COMMON MODE CHOKES

SQ2820 SERIES
FEATURES:

+ High current, low profile, high efficiency, low temperature rise

« Interturn capacitance is smaller than toroidal core, high linsulation strength and high reliability
« Use the flat wire, improving the space factor

+ Single phase winding, thereby dramatically reduce stray capacitance

+ EMI suppression is excellent

ELECTRICAL CHARACTERISTICS:

Part Inductanpe Rated curre CR Rated voltage
Number (mH)Min (A)Max )
@1KHz,0.1V »
SQ2820H/V-602Y-11.0A 6.0+50%/-30% 11.0 25 300

NOTES:

- Operating Temperature Range(Ambient Temperature Range and Winding Temperature Rise) : -30TC t0 120C

- Winding Temperature Rise(at Rated Current)is under 55C

- Rising temperature is affected by PCB condition and an amount of harmonics.Please make sure that the temperature ofthe coil is not exceeded
the operating temperaturegange.

IMPEDANCE VS FREQUENCY:

100000
10000
~z
-~ al N
g 4
° 1000 = N
§ ’II \\‘\
aQ ,/
£ VI
= 100 =
10
1
1 10 100 1000 10000
Frequency(KHz)

PHYSICAL CHARACTERISTICS:

DIMENSIONS IN:mm

‘ 32.5Max ‘ 30.5Max
x | |
©
= 15.0Max
©
O
™
3.5+1
B 3.5+1 27.0+0.5
17.0Max I I .
13.0+0.5
13 \_1_’_1 4 0 1 ° 0 4 - 1 ° ° 4
o
H B
ns s
. o
- 2 3 2 O 3
2 3
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FEATURES:

- Compact size,low DCR,low leakage due to square core

+ High permeability material,High impedance at low frequency

+ High attenuation to noise,due to low stray capacitance
+ Flammability tested to UL94V-0

+ High withstanding voltage between winding

+ High insulation resistance

+ Low cost,high consistency with automated production
- RoHS,REACH compliance

SMD Flat Common Mode Chokes

SQS1515C SERIES

APPLICATION:

+ Solutions/for use in a wide array of power supply elreuits

+ High desity switching mode power supply devices

- Ideal for use in consumer. electroinics and industrial applications:
LCD TV,Battery chargers,Power Adapter,Home appliances

- Space saving for existing Common.Mode Chokes

ELECTRICAL CHARACTERISTICS:

Part tance Min. DCR Max. Rated current Wire
Number )- (mQ). (A) (mm)
SQS1515C-001 20-40 300 1.0-15 0.11.0
SQS1515C-002 15-30 l 1,220 13-18 0.131.0 56
SQS1515C-003 13-25 180 15-2.0 0.15*1.0 50
18-25 0.151.2 50
SQS1515C-005 10-25 140 2.0-3.0 0.15"1.5 50 65-120
SQS1515C-006 515 - n—z.s ) 0.21.0 40 60-80
SQS1515C-007 5-15 80 25-3.0 0215 40 80-150
SQS1515C-008 4-10 - 0-2. 0.25*1.0 33 80-150
SQS1515C-009 4-10 80 3545 0.25415 33 80-200
SQS1515C-010 2.5 o0 & 3.0-38 /| 0812 | 27 80-200
SQS1515C-011 2.5 50 4.0-5.0 0315 27 80-200
&2315150-012 1-4 40 5060 Es— E 80-200

TECHNICAL INFORMATION & PHYSICAL CHARACTERISTICS:

2 3
=]

23.0Max

20.5Max

- oo

10.5Max

"y
1o

2.7+0.2
19.0+0.3

16.2+0.3

S

19.0

]

16.2

LAND PATTERNS
SHINHOM ELECTRONICS ENTERPRISE CO.,LTD. No.100YanTa Northern Road Zip:710054 Tel:0086-29-87851838 Fax:0086-29-87851840 °

1o o o o 4
20 o 3
Note:
« Test frequency ........ccccceenee. 1.0KHz,0.25V
- Rated voltage .......cc.ccccueenneen. 90Vac~250Vac
- Operating temperature ......... -25C to +125C
Including coil temperature rise
- Storage temperature ............ -25C to +100°C
Hi-Pot......ccceevene ... 1500Vac/60Sec
+ Insulation resistance............. 100M Q Min@500Vdc
+ Powerrange .......ccccceeeeeinnne 30W-200W
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SMT COMMON MODE CHOKES
FEATURES: APPLICATIONS:
+ Common mode chokes for AC power lines + EMl filters
+ High impedance to minimize common mode noise + DC-DCrbrick power supplies
- Excellent EMI priformance - Discrete output supplies
« Meets UL94V-0 flammability standard - Discrete and point=of-use power supplies

ELECTRICAL CHARACTERISTICS:

Bart L(0A) r 4 Hi—Pot
(uH)Min 1mA/2S/60Hz
Number 10KHZ. 01V ax b l (Vac)
3.6 0

STRF01-651Y 650 . 5 1000
~
STRF01-801Y 800 15 L el L] 4 1000
STRF01-152Y 1500 15 60 1000
STRF01-602Y 6000 1.0 !50 ? ' 1000 .
STRF01-153Y 15000 1.0 600 1000
PHYSICAL CHARACTERISTICS & WINDING
ﬁ
N\
SHINHOM
STRFO1
16.38Max 2X1.5mH,1.5A
1 4
Top view ® ®
r— 14.2Max—>‘
11.0Max
i 2 3
0.63
1 13.46 |
L 8.63
1D 4 )
1.52 T
13.46
4.5 l
2 8
Pad layout
NOTES:
TEMPErAtUrE RIS ...ouieiiii ettt fin et e e e 407 typical at IDC
Operating TEMPEIAtUIE .....cuuiii it e e e e ahane e —-40%C to +125C(Including self temperature rise)
S - o o= 1] L= =1 00 - RS -40C to +125°C
STe] Lo [=1 410 Vo PP PPPUPPRN 2457, 5 seconds max
[ D=y =Y or (g oS T (=Y Vo 1 o PPN 1000 Vrms between windings

SHINHOM ELECTRONICS ENTERPRISE CO.,LTD. No.8,YanTa Northern Road Zip:710054 Tel:0086-29-87851838 Fax:0086-29-87851840 ﬂ
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IMPEDANCE COMMON MODE

100000
yA
. 10000 a— STRF01-651Y
G STRF01-801Y
o r T —— ASTRF01-152Y
S 1000 SN
< STRF01-602Y
B o 1 —+— STRFO1-153Y
o
g \\}Y"‘-—-
100
10
0.1 1 10 100
FREQUENCY (MHZ)

IMPEDANCE DIFFERENTIAL MODE

100000
N \
. 10000 i / Ao
o A /’ I}'\ A I\' ‘\\ —— STRF01-651Y
u \ —— STRFO1-801Y
S 1000 /)\x/ l —— STRFO1-152Y
< |
a g X STRF01-602Y
L r LA NIl
o il ~N_[Y —— STRF01-153Y
= | 1 L~
100 el \
10
1 10 100
FREQUENCY(MHZ)
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SMT COMMON MODE CHOKES

STRF06 SERIES

FEATURES:

+ Common mode chokes for AC power lines

+ High impedance to minimize common mode noise

- Excellent EMI priformance
« Meets UL94V-0 flammability standard

APPLICATIONS:

+ EMl filters

+ DC-DCrbrick power supplies

- Discrete output supplies
- Discrete and point=of-use power supplies

ELECTRICAL CHARACTERISTICS:

Part L(0A) ’ Hi-Pot
Number (uH) = 35% 1mA/2S/60Hz
et 100KHz,0.1V l (Vac)
STRF06-881Y 880 1.63 1000
STRF06-112Y 1170 122 l m l 1000
STRF06-302Y 3000 0.85 1000
STRF06-392Y 3900 0.85 !50 ’ ' 1000
STRF06-682Y 6800 0.30 700 1000
PHYSICAL CHARACTERISTICS & WINDING
1.3.0Max
N8 oA SR
1 4
SHINHOM
STRF06 L o
2X3.0mH,0.85A 13.0Max
YYWW
Zy Ps
Top view
‘ ‘ 2 3
lnonal [eand
5.6Max
4X1.52
(I)j CoO 1
4X4 .45 .
b
(=)
8.88
3)—=+
Pad layout
NOTES:
TEMPErature RIS . ...ttt e e 40°C typical at IDC
Operating TEMPETAtUIE ..ottt e e e e e e e s -40%C to +125C(Including self temperature rise)
SHOrAGE TEMPEIALUIE ....ciiiiieeeeet ettt e et e e et e e e e e e e e e e oo oo e e e e e e e e e e e e e e e e eeeaseessessaesssnssneseesenneeneeeeneeaeeeaeaeaaaaaaaaens -40C to +125C
STe] Lo =1 ¢ 14 T R PP UP PP TPPTPPTIN 2457, 5 seconds max

[D =Y [T T ToR Sy (=Y o Vo 1] o PPN

SHINHOM ELECTRONICS ENTERPRISE CO.,LTD. No.8,YanTa Northern Road

Zip:710054 Tel:0086-29-87851838 Fax:0086-29-87851840

1000 Vrms between windings
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IMPEDANCE COMMON MODE

100000
il
10000 —— STRF06-881Y
G i = N STRF06-112Y
'(-'j ////‘ AN U 4 STRF06-302Y
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100
10
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IMPEDANCE DIFFERENTIAL MODE

100000
A
A A
__ /10000 AR A —4+— STRF06-881Y
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100
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WIRE-WOUND SMT POWER COMMON-MODE CHOKES
STRF2210 SERIES
FEATURES: APPLCATIONS:
- Small size with high current + Interferences suppression of common
- Stable performance under load bias and high modemnoise
reliability - Power line filter
- High suppression of asymmetric interferences - Switch-mode,power supplies

at both low and high frequency
- SMT Type with less height

ELECTRICAL CHARACTERISTICS:

Inductance Turns ratio ’ Rate: rre Hi—Pot
e | | | M JWTRT | e

STRF2210-680Y 68 1:1 0.56 50 1500
STRF2210-181Y 180 1:1 1.35 U [z ) £ 15000 ‘
STRF2210-321Y 320 1:1 25 28 1500
STRF2210-621Y__ 620 1:1 3.5 20 4|7 150m
STRF2210-801Y 1:1 5.3 16 1500
STRF221 oiazv UO 1:1 10 11 500
STRF2210-182Y 1800 1:1 14 9 1500

TECHNICAL INFORMATION & PHYSICAL CHARACTERISTICS:

25 0Ref 15.24Ref

31.5Max
27.84Ref

1o ‘ © 2

40 ° 3

3.9 Ref

*_I 10.16Ref

19.0Max|

‘ 28.8Max

« Inductance Testing: 100KHz,0.1V

- Operating temperature: —40°C to +125%C(Including self temperature rise)
- Storage Temperature: —40C to +125C

« Resistance to soldering heat: 260°C for 10 seconds

Note:All specifications subject to change without notice.

SHINHOM ELECTRONICS ENTERPRISE CO.,LTD. No.100YanTa Northern Road Zip:710054 Tel:0086-29-87851838 Fax:0086-29-87851840 @
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FEATURES: APPLICATIONS:
+ Very high permeability nanocrystalline core material + Power electronics
« Improved isolation through plastic case and winding'spacer - Power line in— and output filter
- High and stable inductance values at high temperatures - Suppressionifor common mode noise
+ High rated currents +‘Radio interference suppression in motors
+ Broadband suppression
- Small size
ELECTRICAL CHARACTERISTICS:
Part L ’I’olera Rated Current RDC max.
Number (mH) (% (A) (mQ)
y
TRF1005VT-401Y 0.4 4.5 22
TRF1005VT-501Y 0.5
TRF1005VT-102Y. 1.0 2.5
—30 to +50
TRF1005VT-162Y |\ 16 * 20
TRF1005VT-502Y 5.0 1.3
TRF1005VT-802Y | A 80, 1.0
TRF1005VT-113Y 11.0 0.9
PHYSICAL CHARACTERISTICS: WINDING:
15.0 Max

< /-5Max

1= R rarAn—0 4

20— YNV 3

16.0Max

|

Notes:

Rated VOItage. .......uoiiiiiiiii i b 250Vac

(=T U= oo S N 50/60Hz

LR ET0 =i o i (1) AV - Vo = S APPSRt 1500V
OPEraAtiNG tEIMPEIATUIE. .......vveeeeeeteeeeeeteeeeeeiteeeeeateeeeeeeseeeeeaaaeeesasseeeeeesseeeaassanaseesseseeaassseeesasseneeaasseneesansnneean -40 Cto+125C
L[ 10 £ 13T TR PP PP PPN UL94 V-0
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INSERTION LOSS COMMON MODE

50 = = = TRF1005VT-401Y
eees= TRF1005VT-501Y ||
45 eseesse TRF1005VT-102Y
40 s=e«= TRF1005VT-162Y ||
y s, TRF1005VT-502Y
L
P \\ = TRF1005VT-802Y
~ 35 A i /’\\Q |
m e TRF1005VT-113Y
AT A
2 30 ,/,/t d \t 2k
o A e N I
ﬁ 25 ,// /ﬁ/ 24°7 NN SRR
T / / —"— | e ""‘-;\
/ P P oe” ! L >
S 20 a T L S,\‘ & M
: e i . ° LTl Ve
< / "_— A "‘. ”4 @
15 /// LT LTl L \\\ \“'
y W e i . of 'a’ ‘\
10 /:// ATl \ %
/0 ARt ‘ k
5 2 Al L \ %
7 ",”_¢’.’:’ b \ K
N | A
0.001 0.01 0.1 1 10 100 1000
Frequency(MHz)

INSERTION LOSS DIFFERENTIAL MODE

50 = = = TRF1005VT-401Y
H ===== TRF1005VT-501Y
45 || cem-- TRF1005VT-102Y !\
H oeeas TRF1005VT-162Y A\ Ay
40 — TRF1005VT-502Y , \ K : i""'L
35 il = TRF1005VT-802Y l i ‘\ A
& —  TRF1005VT-113Y / / \\ Gl
P XD
Z 30 v/ ‘\ LR
= // /NN £
= 25 / N
g // / \ X:’ ':'l 4 \‘P
S 20 / g ’ R
< /, 0' S, 7 \‘ \)
2 15 i \S\’\ ")
/ - — "v L ‘,I' [
/ i |
/ // ) 'L y r s '
/A 3044
// o":" P "”
C L ,: o" -;4' 777777777*i7777\\
0.1 1 10 100 1000
Frequency(MHz)
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TECHNICAL INFORMATION & PHYSICAL CHARACTERISTICS:

Vertical type

Horizontal type

+ Inductance Testing: 100KHz 0.
- High rated voltage up to 1,000 VA
« Operating temperature range from —40°C
* Hi-Pet: 2400Vac, 25

» Insulation Resistance: 100MQ Min, 1000Vde

SHINHOM ELECTRONICS ENTERPRISE CO..LTD. MNo,100¥anTa Northern Road Zip:710054 Tel:00B6-29-87851838 Fax:0086-29-87851840 .
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TECHNICAL INFORMATION & PHYSICAL CHARACTERISTICS:

Vertical type
41,.5Max

Horizontal type

+ Inductance Testing: 100KHz 0.
- High rated voltage up to 1,000 VA
« Operating temperature range from —40°C
* Hi-Pet: 2400Vac, 25

» Insulation Resistance: 100MQ Min, 1000Vde

SHINHOM ELECTRONICS ENTERPRISE CO..LTD. MNo,100¥anTa Northern Road Zip:710054 Tel:00B6-29-87851838 Fax:0086-29-87851840 .
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COMMON MODE POWER LINE CHOKE
UT2020 SERIES

FEATURES: APPLICATIONS:
+ High resonance frequency due to 2-section + Suppression of common-mode interferences
winding - Switch—-mode power applications

+ Approx. 1% stray inductance for symmetrical - Electronic ballasts in lamps
interference suppression

- Low leakage due to closed core shape

+ High pulse strength

+ Low whirring noise

- Suitable for wave soldering

- RoHS-compatible

ELECTRICAL CHARACTERISTICS:

Part L(mH) Lk(uH) ted Curr RDC(mQ)
Number +50%/—-30% Typ ) ' Max
UT2020V/H-332Y 3.3 35 18 140
r ~ ‘
UT2020V/H-682Y 68 70
UT2020V/H-103Y. 10 100 1.1 400
UT2020vH-153%. | |\ 15 150 0.9 A [ e m
UT2020V/H-223Y. 22 220 0.8 800
UT2020V/H=273Y y AN 270 0.7 oo S0
UT2020V/H-393Y 390 0.6 1500
A 05 2000 L |
UT2020V/H-683Y 68 700 0.4 3000
UT2020V/H-104Y 100 1000 0.35 4500
PHYSICAL CHARACTERISTICS:
uT2020V UT2020H
0
9 10—&% a4 1o—&aans—04
S - ] _ & 0000
2 — 2 Sy
20—V VYV VYo 3 g 204L VYV VYo 3
21,.0Max 15(0Max
21.0Max 23.0Max
é S|
: .
4 0|
= M *
— 3.0£0.5
3.0:0/5 f r
$Q0.6
$Q0.6 )
Notes:
Rated VOIAQGE......uiiiiiiii i b e e 250Vac
L 1= 10T o T N 50/60Hz
LT ET0 =i o i (1) AV o] - Vo = PP 1500V
OPEratiNG tEIMPEIATUIE. .......vveeieeeireeeeiteeeeeeiteeeeeatteeeeeiteeeeeaaeeeesaseeeeeeseseeaassseeesasseeeeaassseeesasseneeeasseneeeasseneeas -25 Cto+125C
L[ 10 £ 1T TR PP PO PPN UL94 V-0
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Impedance 1Zl versus frequency F
measured with windings in parallel at +20C
typical values

6

Current derating lop/IR
versus ambient temperature TA

10 5 = 1.4
/
/ 1.2
5
10
, {1
p.d / J/ 7]
~ 10 p7s g/ 4 |
E Z _§ - ! : T
8 AV UT2020V/H-104Y
-‘E / 7 [/ UT2020V/H-683Y
8 .3 A4 A UT2020V/H-473Y
E 10 A7 UT2020V/H-393Y
~ UT2020V/H-273Y
UT2020V/H-223Y
s N UT2020V/H-153Y
10 : ™ UT2020V/H-103Y
2020V/H-682Y
T2020V/H-<832Y
}
10 - -
4 7
10 10 0 10 40 60 80 100 120

requency(Hz)

Temperature( C)
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